
P r e s e n t i n g  S u c c e s s

Voyager AV200 Y o u r  V e r s a t i l e  P r e s e n t a t i o n  T o o l

Whether you're presenting around the world or just down the hall, the

Voyager AV200 projects data, video and television with unparalleled quality.

Built to withstand a 50 G impact, the AV200 delivers bright, sharp, colorful

images. Best yet, the Voyager AV200 includes a built-in 125 channel TV

tuner and is very competitively priced. Designed for business, government,

and classroom applications, the AV200 is your versatile presentation tool.

Innovative Design is compact,
lightweight and includes built-in
keystone correction.

Three Polysilicon LCD's
deliver saturated, vibrant,
natural colors.

400 ANSI Lumens is bright
enough to project with the
lights on.

Extreme Ruggedness
withstands the rigors of frequent
and portable use.

125 Channel TV Tuner allows
direct connection to cable,
satellite or broadcast TV.

True SVGA presents sharp,
brilliant, film-like images from
your computer or video source.

Built-in 125 Channel,
Cable Ready, TV Tuner

< PC/Mac 
Desktop and 
Laptop Data

< VCR, LD,     
and DVD 
Video

< Cable, Satellite 
and Broadcast 
Television

< All In One, 
Affordable 
Package
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Voyager AV200

53"/134.62 cm

99"/251.46 cm

146"/370.84 cm

196"/497.84 cm

Diagonal Image

5'/1.5 m

10'/3 m

15'/4.5 m
Distance between lens and screen

20'/6 m

S p e c i f i c a t i o n s

UL, cUL, CE/TUV, Automatic line selector            Delta Products Corporation

Toll Free 888-937-2743

Power Supply

250 watt metal halideLamp

2,000 hour life (average)Lamp Life

Two year parts and laborWarranty

Lifetime filtering systemDust Reduction

Built to withstand 50 G'sRugged Design

Built-in 12 degree keystone correctionAnti-Keystoning

NTSC, PAL, SECAMVideo Output

3 zone cooling systemCooling

400 ANSI lumensBrightness

True SVGA (800 x 600 pixels)Resolution

13.5"(343 mm.) tall x 6.5"(165 mm.) wide x 9"(229 mm.) deepDimensions

Three high resolution polysilicon LCD'sDisplay Type

16.7 millionColors

200:1Contrast Ratio

14 lbs./6.3 kg.Weight

SVGA, VGA, VESA, MacCompatibility

Drives multiple projectors/external monitorsLoop-thru

4:3Aspect Ratio

Front and rear projectionVersatility

Phone 503-533-8444

Fax 503-533-0204

Email sales@vivitek.com

Internet www.vivitek.com

Address 1800 NW 169th Place, #B100

Beaverton, OR  97006

East Coast Sales Office

5101 Davis Drive  •  Research Triangle Park, NC  27700

Phone  919-767-3800       Fax  919-767-808053-300"/134.62-497.84 cm. diagonal imageImage Size

Built-in oval speaker, 3 watts peak outputAudio

Throw Distance Chart:

Optional Carrying Case:


