
UST25-4500HDi
Ultra-short throw

Laser HD Projector



V1.1 Due to constant technological advances, DreamVision® reserves its right to modify specifications without notice. Images may not conform exactly to specific product.

About Dreamvision

Located in Paris and led by industry pioneer Jean Claude YOUNES, this 
visionary French firm had its beginnings way back in 1982, being the very 
first company to sell video projectors on the French Market.

Since 1996, at walking distance from the world-famous Montmartre hill 
in Paris, Dreamvision has always been developing and refining the latest 
advancements in digital display technology in order to provide state-of-the-
art video and audio products for Home Cinema and commercial applications. 

What sets Dreamvision apart is this unique blend of latest technologies with 
high quality materials, attention to detail and striking European design. 

Today, Dreamvision is a highly respected, global brand with a worldwide 
distribution network.
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Leading the ultra-short throw projectors on the market
This laser projector which combines amazing performance and unique features is the 
ultimate solution for schools, museums, offices, points of sales, sports bars, control rooms, 
yachts, hotels and residential living room.

The UST25-4500HDi is the new ultra short throw projector that combines laser technology 
with Full-HD resolution. Capable of producing 4,500 ANSI lumens and wider color production, 
it is also one of the brightest ultra-short throw projectors available today.

The perfect amalgamation of high brightness and high resolution guarantees the projection 
of a crystal clear image, even in an uncontrolled light environment.

As a benefit of the incredible 0.25:1 ultra short throw projection ratio, the UST25-4500HDi 
can for example display a 100” diagonal screen (220 cm wide) from just 30 cm (1 foot) off 
the screen/wall. Therefore, the projector - which is also ultra compact, slim and light – 
can sit on or into a millwork right below the screen or wall/ceiling mounted right above it.

This is a fantastic piece of news for all the customers who are restricted by space limitations 
when a regular long throw projector could be a problem because of the undesired 
interferences on the screen (typically in schools, museums and meeting rooms). No more 
shadow puppets!
Ultra short throw projectors are by nature very popular in classrooms and education 
settings, but they can also prove very useful in businesses, sports bars, museums, 
yachts, hotel rooms and in residential living-rooms and patios.

Museums



Known for its remarkable picture contrast and brightness, another benefit of using a laser 
light source is the absence of a lamp and the very long life of the laser (up to 20,000 hours 
in full brightness mode, up to 30,000 in Eco mode), which translates to lower operation 
and maintenance costs. Power consumption is also significantly reduced, making it 
more efficient and environment-friendly.

Ultra-Short Throw Lens

Interactivity Camera

Keypad

The UST25-4500HDi’s laser technology takes only 2 seconds to switch on and 8 seconds 
to reach its optimal picture quality. Similarly, it switches off in a snap and there is no cooling 
off period required. Because the laser technology does not require an incandescent lamp, 
the projector practically does not get warm, which makes it ideal for 24/7 operations 
(such as control rooms for example) and which makes it a lot quieter than lamp-based 
projectors with similar specifications. The laser being a solid-state light source, there is no 
more restrictions on the projector position and installation orientation. Therefore, it can 
even be used in portrait mode.
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Thanks to its numerous inputs (including two HDMI inputs), the Dreamvision UST25-
4500HDi projector supports Full-HD movies with stereo sound and can natively read 
multimedia files. Equipped with its bright light output and the 10W loudspeaker, the UST25-
4500HDi turns any room into a thrilling cinema within 2 seconds.

Weighing less than 7 kg, the Dreamvision UST25-4500HDi is an ultra-portable and 
versatile projector without compromise to its exceptional image quality. Easily take it to a 
customer’s premises for your products presentations or to a friend’s house for a football 
match. The UST25-4500HDi has a built-in USB input which makes it the ultimate universal 
projector.

Thanks to the WonderWallTM embedded camera and the WonderWallTM finger-touch 
interactive kit (optional), the Dreamvision UST25-4500HDi is a fully interactive video-
projector. That is a perfect solution for education, museums and a great plus for your 
business presentations.

The Dreamvision UST25-4500HDi is also a smart projector that can read the most 
popular audio and video files through its internal Media-Player and in the highest quality 
available. It supports all current video formats (including mkv, mp4, avi, mp3) with multiple 
audio channels. mkv videos with multiple audio and / or multiple subtitles. You can bring 
anywhere a copy of all your favorite content on a single hard disk.

can also natively play document files such as slideshows, spreadsheets, texts, which is 
a nice feature for teachers or presenters in general.



Sports Bar

The Dreamvision UST25-4500HDi is fully compatible with 3D contents. With the two 
HDMI inputs you can watch any 3D Blu-ray disc in 1080p or play video games from game 
consoles in 720p. The UST25-4500HDi also supports older 3D formats such as Side-by-
Side or Top-and-Bottom used on the TV or with Youtube 3D videos. Just don’t forget to put 
your (optional) Dreamvision DLP-Link glasses on.

Residential

With the UST25-4500HDi, Dreamvision has established another milestone on the road to 
perfect projection.

The combination of laser technology, ultra-short throw lens, interactivity, 3D, HD resolution 
and high brightness had never been achieved before the Dreamvision UST25-4500HDi was 
released.

Space is no longer an issue, even in rooms where a regular long throw projector cannot be 
used. Thanks to Dreamvision, these places now stand a chance to get a superb big image. 
Your big screen dream has finally come true!

Most important features:

• The DLP 1920x1080 HD resolution.

• The 4,500 ANSI lumens light output.

• The 0.25 ultra short throw lens that can produce a big screen in the most challenging rooms.

• The WonderWallTM multi-touch finger and pen interactivity (options).

• The unbelievable picture quality for an ultra-short throw projector.

• The 30,000 hours lifetime of the laser light source (eco mode), which is almost maintenance-free.

• The rich connectivity, including two HDMI inputs.

• The USB inputs, which can accommodate USB keys or USB hard disks.

• The Crestron RoomView® and RJ45 control and monitoring possibility

• The Documents and multimedia files embedded player

• The 3D capability (FP, SbS and T&B) and DLP-Link compatibility.

• The transportability: the Dreamvision UST25-4500HDi is compact and weighs only 7 kg.
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Specifications
Product Part Number R9201807

Emission method Full-HD DMD

Display panel size 0.65” DLP chip

Display Resolution 1920 x 1080 pixels - Aspect ratio 16:9

Contrast ratio 20,000:1

Projection lens Fixed throw ratio 0.25:1 with manual Focus.
Digital zoom and keystone correction

Brightness 4,500 ANSI Lumens

Optimal Screen size 80” to 120” diagonal (180-260 cm wide)

Distance range From 19.6 cm (projector to wall)

Inputs:

HDMI 1 input with integrated audio and HDCP

HDMI 2 input with integrated audio and HDCP. Also supports MHL 2.0

VGA 1 / Audio In Jack

VGA 2 (In) works also as a VGA output for an easy feedback monitor.
Composite Video 
Composite Audio In 1x Video RCA + 2x Audio RCA (Left and Right)

Microphone

USB-A for WLAN dongle or Multimedia player and local playback

mini-USB for optional interactive light curtain.

Outputs:

VGA 2 (Out) Used to easily duplicate a screen to another one or for monitoring.

Audio Out Jack For louder audio output when  the internal speakers is insuficient.

Automation:

RJ-45 Support Projector control via the web interface

RS-232 Serial protocole

Monitoring Compatible with Crestron RoomView® Express software

Light source lamp LASER for longer lasting light source, instant startup and shutdown and 
low maintenance (20,000 hours and up to 30,000 hours in eco mode) 

Speaker 1x 10W

Power Requirements 100V - 240V AC, 50Hz/60Hz

Power Consumption 335W (225W in eco mode and 0.5W in standby mode)
Auto Power-Off feature

Operating Noise Level 30 dB (Eco mode) / 33 dB (Bright mode)

Unit size (W x D x H) 38 x 31 x 13 cm - 15.1" x 12.1" x 5.1" (excluding feet)

Box size (W x D x H) 48 x 51 x 31 cm - 16.6” x 20.1” x 12.2”

Weight (net/gross) 7 kg / 9 kg  (15.4 lbs / 19.8 lbs)

24/7 Operation Environment Temperature: 5°C to 35°C (Storage Temperature: -10°C to 60°C)
Humidity: 20% to 80% without condensation

Supported files Word, Excel, Powerpoint, PDF, AVI, MKV, MP4, MP3, JPG

OSD Languages
English, French, Polish, German, Korean, Swedish, Russian, Spanish, 
Arabic, Chinese, Dutch, Italian, Norwegian, Portuguese, Danish, Turkish, 
Simplified Chinese and Japanese

Optional Accessories
Wall mounting kit (P/N R9852069) , 3D DLP-LINK Glasses (R1048227), 
WonderWallTM Interactive Light Curtain (P/N I1201501), Interactive Pen 
(P/N I1201502)



31 cm
12.1”

13 cm
5.1”

38 cm
15.1”

13 cm
5.1”

Dimensions

• Design and specifications are subject to change without prior notice.
• Please note that some of the pictures and illustrations may have been 

abridged, enlarged or contextualized in order to aid comprehension. 
Images may differ from the actual product.
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Projection Distance and screen Offset

Projection Screen 
Diagonal Size

(Aspect Ratio 16:9)

Projection 
Screen

Base Size

Projection 
Screen

Height H

Proj. 
Distance

D1
Distance

D2
Offset

O1
Offset

 O2

75” (190 cm) 65.4” (166 cm) 36.8” (93.5 cm) 41 cm 17 cm 19 cm 26 cm

80” (203 cm) 69.7” (177 cm) 39.2” (100 cm) 44 cm 20 cm 20 cm 27 cm

90” (228 cm) 78.4” (199 cm) 44.1” (112 cm) 49 cm 25 cm 22 cm 22 cm

100” (254 cm) 87.2” (221 cm) 49.0” (125 cm) 54 cm 30 cm 25 cm 32 cm

110” (279 cm) 95.9” (243 cm) 53.9” (137 cm) 60 cm 36 cm 27 cm 35 cm

• The projection screen sizes and projecting distances in the table above are provided only as a 
guide. Please use them as a reference during the installation.

• The distances are calculated for a projection image of 16:9 aspect ratio

• The Throw Ratio is 0.25:1, calculated from the projection Distance D1. This distance is the 
distance between the projection beam window and the screen. It can be more convenient to use 
Distance D2 between the projector and the wall instead of D1.

• The screen offset is fixed to 70%. This means that O1 is equal to 20% of the total height of the 
screen. You can use O2 instead of O1 if needed, O2 being the distance from the bottom of the 
projector to the bottom of the screen.

O1: 20%

D1: projection distance

O2: Offset from the bottom

75 mm

240 mm D2’: projection distance from the projector

H : Screen Height

70 mm
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