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*Caution: please consult the instruction manual to ensure safe and proper operation of the product.
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PLC-XU46
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Short Zoom lens model

PLC-XU45

Standard Zoom lens model Short Zoom lens model

 

 

PLC-XU46

Type

Model number

LCD panel system

Optical system

Panel saize

Panel type

Panel resolution

Number of pixels

Pixel arrangement

Projection lens

Keystone correction

Projection lamp

Screen size

Throw distance

Picture brightness

Uniformity

Contrast ratio

Amplifier

Speaker system

Horizontal resolution

Color systems

Computer inputs

Monitor output

Scanning frequency

Dot clock

Three 0.9(2.33cm) TFT active matrix type panels

Polysilicon TFT active matrix

F1.7 to F2.0, f=37.4 to 48.3mm, 1x to 1.3x power-driven zoom F1.9 to F2.1, f=21.3 to 25.6mm, 1x to 1.2x power-driven zoom

XGA(1024x768 dots)

Stripe

200W UHP lamp

85%

Class ll

300W(Standby:12W)

4.2kg 4.4kg
•AC power cord •Wireless remote control unit •Lens cover •Carrying case •Mouse cable (PS/2)

 •DVI-VGA cable

333x89.5x253mm

100-240V AC,50/60Hz, auto voltage selection

5 to 35 C

DVI-I(Analog/Digital RGB), Audio(Stereo mini jack)

Analog RGB (mini D-sub 15-pin)

RCA video (Y/Video-Pb/Cb-Pr/Cr), S-video x1,Two RCA audio (stereo)

8-pin & USB (B type), Two RCA type external audio outputs (stereo)

1mW MAX

800TV lines

PAL,SECAM,NTSC,NTSC4.43,PAL-M,PAL-N

650    20nm

15-100kHz

140MHz or less

50-100Hz

400:1 (Full On/Off)

1W monaural

One 40x30mm elliptical speaker

From 1.6 to 12.2m From 0.9 to 6.9m

2,500 ANSI lumens 2,500 ANSI lumens

Adjustable from 31 to 300 inches Adjustable from 34 to 300 inches

2,359,296(786,432x3)

Three0.9-inch panels,4:3 aspect ratio

Dichroic mirror separation/prism

Laser Spec

Laser type

H sync

V sync

Wavelength

Output 

Video inputs

Other terminals

Operating environment

Rated power supply

Power consumption

Dimensions(WxHxD)

Net weight

PLC-XU45 (standard  zoom lens model)

PLC-XU46 (short  zoom lens model)

*Approximate throw distances shown above were calculated on lens design 
specifications. Please note that up to 5% deviation may  result due to lens variations.
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•Do not install the LCD projector in areas exposed to water, humidity,dust, oil or smoke or in close proximity to heat sources. Make sure the heat vents are not blocked.  Fire, 
electrical shock or unit malfunction may result if the above precautions are neglected.  •Do not look through the lens while projecting as damage to the eyes could result. Take 
special care when children are close by. •Do not look at the laser beam coming out of the remote control unit or direct the laser beam toward a person. Direct contact with the 
laser beam may cause damage to the eyes.

•Spare LCD projector parts are kept in stock at least for eight years after the product is discontinued. •LCD panel manufacturing requires extremely high-precision technology with 
pixels having a 99.99% quality control rating. However, there does exist a 0.01% or smaller possibility of dead pixels or constantly lit pixels. • Please note that product colors in the 
brochure may differ slightly from those of actual products. • All screen pictures in the catalog are simulated. •All company and product names are the trademarks or registered 
trademarks of respective owners. •Product appearance and specifications subject to change without notice. 

CAUTION
LASER RADIATION
DO NOT STARE INTO BEAM

MAX. OUTPUT:1mW
WAVE LENGTH:660±20nm
CLASS    LASER PRODUCT

This product is complied with 21 CFR
                             part 1040.10

300” 

Ｈ1

Ｈ2

200” 

160” 

115” 
153” 

230” 

100” 

77” 40” 

31” 

12.2m
H1:H2=9:1

H1:H2=9:1

8.1m

6.5m

4.0m

1.6m

ZOOM(max)

ZOOM(min)

          

 OS support

 Austria
 Denmark
 France
 Ireland
 Luxembourg
 Portugal
 Sweden
 Norway
 Greece
 Lichtenstein
 Singapore
 Australia

 Belgium
 Finland
 Germany
 Italy
 Netherlands
 Spain
 United Kingdom
 Switzerland
 Iceland
 Korea
 Thailand
 New Zealand

 CANADA
 Taiwan
 USA

 Malaysia

Protocol
Network

 Recommended PC CPU

Memory

 Hard disk

 Screen settings

Microsoft Windows 95/98/Me/Microsoft Windows NT4.0 workstation/Microsoft Windows 2000 Professional/Microsoft Windows XP Home Edition/Professional
 TCP/IP

  IEEE802.11b
 Pentium     600MHz or higher

Wireless
part

 Network interface
 Communication mode

 Frequency band

 Modulation/Demodulation method

Communication range

Wireless transfer speed
Security

Power supply 
 Projector connection   Digital RGB output: DV129 pin (male)

   5 to 35˚C

   8w

   –20˚ to 60˚C
  FCC part 15 ClassB
  ICES-003 ClassB
  R&TTE

 External interface
 Power consumption

 Environmental conditions
 Operating temperature
 Storage temperature

Standard conformity

Others
Weight

Outer dimensions

 FCC
 IC
 CE

 IEEE802.11b
 Pseudo AdHoc, 802.11AdHoc, infrastructure

 POA-WL11: 2,412~2,462MHz (channels 1 ~11)
 POA-WL12: 2,412 ~ 2,472MHz (channels 1 ~13)
                         France: 2,457 ~ 2,472MHz (channels 10~13)
    

 POA-WL11

 POA-WL12

 DS-SS (Direct Sequence Spread Spectrum)

 At 11Mbps: Indoor, 30m/Outdoor,140m
 NOTE; The above data may vary depending on the 
              operating environment.

 1/2/5.5/11Mbps (automatic switching)
WEP40/128 bits, SSID/ESSID

  64MByte or more is mandatory (128MByte or more is recommended). /128MByte or more is required for Windows XP. 
 *Note: Addtional memory may be required depending on simultaneous applications.

  10Mbyte or more

Resolution: VGA (640 x 480), SVGA (800 x 600) or XGA (1024 x 768).Number of colors: 16 bits (65,536 colors) or 24/32 bits (1,6770,000colors).

   53 (W) x 86 (D) x 26 (H) mm 
   (excluding any protrusion)

   Approximately 265g 
   (Excluding Wireless LAN card)

   Wireless Imager Kit

*For other countries, check the Specifications Sheet. 

 Correspondence country table

 General Specifications

 Operating environment

　Long ceiling 
　mount 

　MCI  Kit 　Short ceiling mount 　Mouse/serial control cables　Mouse/serial 
　extension cable

　Shipping case

POA-MCMAC POA-MCSRLPOA-CHL901 POA-CHS901 POA-MC10POA-MD07MCI POA-CC-XU31

Package Contents
・Media Card  Imager  unit
・CF  card(16MB)
・CF  adapter
・CD-ROM
・Operation  Manual

Standard accessories

U/D:     20 degree,L/R:    10 degree (Maximum)



The 200-watt UHP lamp and three 0.9-inch polysilicon liquid crystal 
panels with built-in microlenses combine to deliver a remarkable 
2500 ANSI lumens of brightness. When full brightness isn't required, 
choose Eco mode* to save energy and 
reduce fan noise. With Sanyo, you get 
superior brightness in a comfortable, 
easy-to-use mobile projector.

As well as the 1.3x optical zoom/focus, these projectors feature digital 
zoom capabilities that allow you to enlarge a portion of the screen by 
up to 49 times (surface ratio). You can also make the screen image 
smaller, with maximum compression down to one-quarter size 
(surface ratio). The effective zoom ratio is approximately 5.2x, 
allowing you increased flexibility in setup.

Make your point more 
effectively by using the laser 
pointer built into the wireless 
remote control unit. An LED 
shows when the laser is on 
to prevent unnecessary 

2500 ANSI Lumens Picture Brightness & Large Screen Size

Easier Setup

Other Useful  

Features

Other  Projector  Features

Adaptable Optical System and Digital Zoom You can leave your computer in the office and still make effective 
presentations thanks to the (optional) Media Card Imager. Using the 
MCI unit utility software, you can convert your computer presentation 
screen data to image data and download to a PC card. 

MCI Unit for Computer-less Presentations (Option)

Despite its compact size and light weight, this top-class projector 
has a full range of inputs. The DVI-I port ensures high-definition 
input from a computer. There is also a USB port 
in addition to the serial port. And for superior video 
projection, you get a component input for direct 
high-definition signal projection. Equipped with an 
RGB monitor output terminal, it can also be easily 
connected to a desktop computer.

Versatile Input Capabilities

SANYO
,
s Digital Realized Interpolation Technology (DRIT) ensures 

that the projected image quality is high for input signals that differ 
from the original resolution of the liquid crystal panels. For these 
projectors, DRIT ensures superior projection from SXGA (1280 x 
1024 dots) to VGA (640 x 480 dots). This suits not only notebook 
computers but also desktop computers too.

■Graphical user interface (GUI) in 12 languages  ■Built-in amp 
& speaker (1W monaural)  ■Soft carrying case included

SXGA Compressed Projection with DRIT

At any time during your presentation, images may be paused and 
projected as a still image. This is ideal if, for example, you do not 
want your audience to see your next slide. 

Freeze Function

This function is ideal when you want your audience to focus their 
attention on you rather than the screen. You can stop the projector 
from displaying images temporarily.  

No Show Function

As well as Standard mode, Cinema mode for movies and Real mode 
for graphics, there are four user-settable gamma correction preset 
modes, so you can adjust gradation to suit your preference and 
screen conditions.

User-Controllable 10-Bit Digital Gamma Correction

Fan Control and Front Fan Exhaust Reduce Unwanted Fan Noise

Remote Control with 

Built-in Laser Pointer

One press of a button gives you a running clock on the display screen, 
so you can keep track of time as you speak. This allows you to make 
the best use of limited presentation time.

Presentation Timer

The 3D AUCC circuit offers ten times the precision of earlier 
technology to ensure a more natural-looking picture.

3D Automatic Uniformity Correction Control (AUCC)

Up/down correction range (±20° maximum)

Left/right correction range (±10° maximum)

*This is a Class II laser product which may hurt the eyes. Do not look into the pointer or direct it at other people,s eyes during use.
※PLC-XU45

  *Digital compression for RGB input only. Some picture information may be lost in digital compression.

* Approx. 80% brightness

* The adjustable range varies in accordance with
     input signal and zoom power.
* After correction, the projected picture becomes
  smaller than the original image size.

This function removes trapezoidal (keystone) image distortions which 
occur when the projector is not perfectly perpendicular in relation 
to the screen. In addition to up/down left/right keystone collection 
up to ±20°, horizontal correction of 
±10°is also possible. This assures a 
distortion-free picture regardless of 
the positioning of the projector.  

*BMP or JPEG data formats, SXGA (1280 x 1024) to VGA   
(640 x 480) resolution.  *MCI unit slot: Compact flash card 
only (incompatible with   SmartMedia and other cards). 
*DVI-I port cannot be used when MCI unit is connected.  
*Utility software for Windows  95/98/Me/NT 
4.0(SP3.0)2000 only.  *Some picture information may be 
lost in digital compression.

Cooling fan noise can be distracting during presentations. With these 
SANYO projectors, sudden bursts of operating noise are eliminated 
by the Fan Operation Linear Control System, which uses 
information relayed from a built-in thermo sensor to regulate fan 
operation. Also, SANYO has revised the layout of the optical 
system, bringing the heat exhaust grille to the front of the projector, 
away from your audience. 

Up/down left/right Keystone 

Correction   for More Flexible Positioning 
※ 

※ 

※ 

※ 

※ 

Compact, Mobile Projectors.

 Super Bright, High-Quality Picture.

New Wireless Imager for 

presentations via the network.

Wireless Imager Kit  (Option)

With no annoying cable connecting. 
Just attach the Wireless Imager to the 
projector and start your presentation. 

Wireless Imager for quick and

easy setup

With IP address setting, PC images 
can be shown on the projection screen 
via a wireless access point on the 
network. This allows peer-to-peer 
communications when the projector 
and PC are wireless-connected. You 
save space and increase convenience.

The projector uses a Real-time Capture method whereby images 
can be captured directly from a PC, thus eliminating boundaries 
between software applications. It also supports PowerPoint 
animation along with the advantages 
of real-time communications. In 
addition, “one-shot” communications 
can be selected for conferences with 
large audiences, and selection takes 
only a click of the mouse. 

Wireless LAN and peer-to-peer communications.

Real-time Capture goes beyond application boundaries.

Both projector and PC mouse can be operated without cables by the 
attached remote control. You can also turn the projector on or off, switch 
input modes and adjust projected images through the PC screen.
In addition, “one-shot” communications can be selected for conferences 
with large audiences, and selection takes only a click of the mouse. 

Wireless remote control of projector and PC mouse.

By a single person 
(real-time
 communications)

*A commercially available wireless LAN card
  is needed when connecting to a PC.

*Regarding detailed specifications and countries,
     refer to the Specifications tablein the Options section.

*Moving pictures cannot be projected.

By many persons 
(one-shot 
communications)

POA-WL11/POA-WL12

Enjoy class-above brightness and the convenience 

of wireless presentations. Choose either a standard

lens or a short-throw lens.  Sanyo LCD projectors 

are a powerful business support tool.

Superior Presentation Features

*Some picture information may be lost in digital compression.
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The projector has resolved the 
conventional problem of limited 
setup locations due to office layouts. 
It can correct keystone distortions of 
projected images both from the left 
and right sides, allowing them to be 
placed without location worries. 
Moreover, with the short distance-
focusing lens, you can project a 80-
inches. screen image from a mere 
1.8m distance. 

Wireless remote control of

projector and PC mouse.

*PLC-XU46

*PLC-XU45 only


