
Fixed Frame Screen
Thin Bezel

Assembly and Installation Guide

Contents

Amount VariesAmount Varies



Assembly
Step 1.
Unpack contents from the box. Do not unroll the screen at this time.

Step 2.
Make sure assembly area is clean. Allow enough room in the area to fit

the assembled frame plus at least two feet on all sides.

Step 3.
Lay out the inner frame 
railings (no black velvet) in 

preparation for 
assembly.

Attach the top and bottom bars together 
with the joint bar and the 
joint screws included.

Step 4.

Insert the plastic fixing lugs by sliding them into the railing. See the stickers
on the railing for the required quantity of lugs. There will be 

an equal amount of holes and lugs.

Step 5.



Assembly Continued
Slide large 
and small 
metal 

corners into
the ends of 
railings. Align
the holes so
the corner
screws will fit.

Step 6.                      

Step 7.                      

Step 8.                      

Lightly screw in the corner screws
in all four holes. Do not tighten
until corners have been perfectly 
aligned.Also screw in the mini 
corner screws into the small

metal corners.

In a clean assembly area, unroll the screen material face down. With extreme 
care, place the assembled frame parts squarely 

over the screen material. 
Team lifting is recommended.



Assembly Continued
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Insert the tensioning rods into the pockets on all four sides of the screen. 
Match the lengths of the rods with the appropriate frame railing. Insert 
the rods into the pockets of the screen until they are completely inserted 

and the rods are overlapping in the middle. 

Step 9.                      

Step 10.                      
Match the fixing lugs with the exposed rods at the cutouts in the material.  
Stretch the rods over the fixing lugs. Continue until the rods have been 

stretched over all of the fixing lugs.  Make sure the material is
 stretched evenly and flat. Fix at this time if not.  



Position the support bar perpendicular to the long side of the frame. Insert 
the far end of it into the other side of the frame railing. Remove two of the 
joint screws to allow the support bar to slide into the lip in the nearest
frame railing.after sliding the support bar into place,reinsert the two joint 
screws into the joint bar. (If you received 2 support bars then space evenly)

Step 11.

Step 12.

Remove Joint Screws

   Find the matching outer frame pieces (with black velvet) and snap them into 
 place over the fixing lugs on all four sides. Confirm that corners are properly 

                        aligned. If they are not, carefully pry the outer frame piece off and adjust it.                      

Assembly Continued



   Find the matching outer frame pieces (with black velvet) and snap them into 
 place over the fixing lugs on all four sides. Confirm that corners are properly 

                        aligned. If they are not, carefully pry the outer frame piece off and adjust it.                      

   The included mounting hardware is not intended for all wall types. Be sure
to select the proper mounting hardware for you wall type. The mounting
   instructions here are only intended to be used when mounting the screen 

                   to dry wall.  For all other wall types, please consult a professional.                   

Step 1.

flush

Note:

Mounting

A. Determine wall stud locations.

B. Determine where to place the top mounting brackets. Put the
upper-most screw 3.5” below the top of the upper frame.

C. Measure where to place the bottom mounting brackets in relation to 
the frame. When clamped shut the bottom mounting bracket will be flush with
 the bottom of the frame.

D.  For most cases, use the two vertical screw holes on the mounting    
brackets.                 

3.5”



Mounting Continued

Lift the screen and rest the top lip of the frame rail on the top mounting 
brackets and the bottom lip of  the frame on the bottom mounting brackets. 
Team lifting is recommended. Again, be extremely careful so you do not 

damage the screen. 

Step 2.

Step 3.
Looking under your hanging fixed frame there is the screw beneath
the bottom mounting bracket. Tighten the screw, thus securing the

frame to the mounting brackets. 

rest on this  lip

rest on this  lip



Installation is complete.
 

Thank you and enjoy your fixed 
frame screen


